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ESSENCE
Technology, versatility and reliability from Sirius



ESSENCE is the new built-in hood 
by Sirius. It has an intuitive touch 
control interface, which allows the 
user to activate the glass opening 
in two different steps (45° and 
90°), to regulate the four-speed 
level and to activate the timing 
function. There is also a speed 
indicator that, thanks to chromatic 
variations, shows the end-user the 
current speed level.
ESSENCE is available both in 
recirculating and in ducting version. 
This second option can be realized 
with the external motor SEM1, 

SEM2, SEM10, and SEM13.
One product only, diverse 
combinations to satisfy any need 
of the user. Easy installation and 
maintenance are beloved features 
to Sirius. ESSENCE has two 
patented filters, easy to remove, 
with an oil and grease collector 
included, which can be washed in 
the dishwasher.
The perfect balance between 
technology and aesthetics makes 
ESSENCE an easy to use product, 
reliable and innovative, which adds 
personality to your kitchen.







TECHNICAL DATA

Product name Motor EEI
S-DD16 SEM1_EL B
S-DD16 SEM2_EL C
S-DD16 SEM10_EL B
S-DD16 SEM13_EL C

Detail of patented filters, 
easy to remove, with an 
oil and grease collector 
included, which can be 
washed in the dishwasher.



Some of the components shown in the 
drawings are supplied with the SEM13 
some others with the S-DD16

S-DD16 WITH SEM13 TECHNICAL DATA
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TECHNICAL DATA S-DD16 WITH SEM10

Some of the components shown in the 
drawings are supplied with the SEM10 
some others with the S-DD16
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TECHNICAL DATA

SEM1

SEM2
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Installation KIT SDD16 with SEM1 or SEM2

Ø  150

220x90

220x90
220x90

220x90
220x90

220x90220x90
Installation KIT SDD16 with SEM1 or SEM2

Ø  150

220x90

S-DD16 WITH SEM1 OR SEM2



SIRIUS S.p.a.
Zona Ind.le Berbentina 6/A
60041 Sassoferrato (An)
Tel. +39 0732.97171
Fax. +39 0732.95493Sirius

www.siriuscappe.com


